
FAST MINI

PISTOL THERMAL SIGHT



INNOVATION & CAPABILITIES

Thermal Tech

Touch Screen (can also operate using buttons)

Optional Multi Pistol Footprints Supported: 
RMR/ RMSc/ DPP/ MOS

Optional Rifle Mount Supported : Picatinny Rail/
30mm Ring/45° Offset/Aimpoint Acro Mount

60 Hz Overlay Refresh Rate

Multi Reticle System: 6 MOA dot,6 MOA dot & 
65 MOA circle, 6 MOA dot & 130 MOA circle

Auto Brightness 

INTRODUCTION: 
The INFITAC Fast Mini Series introduces the 
FMP13, featuring a compact thermal sight with a 
256×192 resolution at a 60Hz refresh rate. It 
includes a 13mm F1.0 lens and a 1.4-inch 360×300 
display. Designed for rugged use, the FMP13 is 
IP67 waterproof and can withstand up to 1200g 
of recoil. Lightweight at just 4oz and equipped 
with a CR2 battery for up to 5 hours of operation, 
the FMP13 combines portability with perfor-
mance.

Model FMP13

Detector Specifications

Resolution，pixels 256×192

Pixel, μm 12

NETD, mK ≤25

Frame Rate, Hz 60

Optical Specifications

Magnification 0.5

Objective Lens, mm 13 F1.0

Field of View (H×V), º 13.5×10.1

Linear Field of View (H×V), ft at 100yds 71×53

Focus Range，yds 2yds~∞

Display Specifications

Display Type 1.4inch 360×300

E-zoom 1x、2x

Battery Power Supply

Battery CR2

Max. Operation Time, (t=22℃) h★ 5h

External Power Supply Type C, 5V

Physical Specifications

Material AL7075-T6

IP Rating IP67

Operating Temperature, ºC -4~+122℉（-20 ~ +50ºC）

Weight ≤4oz（113g）

Dimension ≤2×1.5×1.7”(50×38×44mm)

AL7075-T6 Body

f 13mm/ F 1.0 Lens

Silent Buttons

1.4inch Big Display

CR2 Battery

Thermal Sensor
256×192 @12µm， NETD≤25mK
60Hz Refresh rate


